
 
 

Assembly and bleeding instructions for Mecatech Klick-Shocks part-no. y1193 
 

Specifications:  
Overall length: 120 mm  

Distance between holes: 110 mm centre / centre  
Diameter of the mounting holes: 4.10 mm  

Eyelet width: 6 mm  
Max shock travel: 20 mm  

Compression and rebound 12-fold separately adjustable  
Filled weight: 68 g each  

Filled with spring: 93 g each 
 
Installation:  
The shocks should always be mounted with some play, which means that the mounting screws 
should not be fully tightened.  
You must use shock absorber springs which are especially made for these shocks because of 
the shock’s dimensions. 
 
Setting:  
Compression will be adjusted by the screw marked "C". 
Rebound will be adjusted by the screw marked "R". 
For these settings, a 2.5 mm allen key is needed.  
Never try to exceed 12 clicks for adjustment, otherwise a new filling and bleeding may be nec-
essary.  
It is therefore advisable for adjustment to always fully close the valves and then open them for 
the desired number of clicks or to make a note of the last setting. 
 
 
Filling and bleeding:  
You must use oils specified for these shocks only, no silicone oils! Lubricating proper-
ties of silicone oils are insufficient and will result in increased wear of Mecatech Klick-
Shocks. 
 
For the following procedure a syringe and an appropriate catch tank with hose connections are 
required, we recommend FG parts 9451/01 + 9452/01.  
For filling and bleeding, you should remove the shocks from the vehicle or jack the car up to 
make sure that the shocks are fully extended; remove or readjust the droop stops if applicable. 
After removing the grub screws with a 2 mm allen key, insert the supplied fittings into the two 
ports as shown in the picture below and tighten them. 



 
 
Before starting to fill the shocks, it is important to fully open both adjustment screws (12 
clicks).  
 
Press the oil with the syringe through the shock until no more air bubbles leave the shock to-
wards the catch tank. 
During the filling push the shock shaft in for about 1/3 of its travel and pull it back repeatedly.  
 
When you’re done, remove the fittings and close the port holes with the grub screws again.  
It is important that the shock is fully extended during this final step! 
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